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GENERAL NOTES

1.

Contact the City Of Scottsdale Water And
Wastewater Operations, Backflow Prevention,
312—-5668, for latest list of approved back—
flow prevention assemblies or certified testers.

e - 2. Backflow preventers must be tested by a
"-_.4; certified tester before final approval is issued.
g 3. Backflow preventers shall be painted light tan
te 74 = . or a color to match the building. Do not paint
R 2 Finished the name plate or any brass parts on the
L _ 3 Grade assembly.
RS : 4. For backflow preventers requiring guard posts
— i ] = = RS o e e --—ITI— =T T——TTT—1TT see Detail 2356. Backflow preventers enclosed
ﬂ:m:m:m:m:m:_ =Tl | | | = | = 1= = o =1 mﬁmﬁmﬁmﬁmﬁ by screening shall maintain a 24 inch clear—
?&ﬁmﬁmﬁmﬁmﬁm ) 8”x8"x8” Concrete. ance around the assembly.
ol inlet As Close T 1—T Block. Fill With Mortar 5. Finished grade underneath the b_ockflow pre—
o ; A - - venter shall be at 95% compaction.
~J To Service Height Varies. AT .
0 . : 9@ 6. Backflow preventers on fire lines may require
Ny Connectlion S S— 9 tamper switches on the shut off valves. Con—
] As Possible : a [ ‘ tact City Of Scottsdale Plan Review, Fire Dept.
a Eﬂ ‘ 2 l Cﬂg g 7. Call f'or underground inspection before
n y ‘ \_C ¢ backfilling trench.
E 5 SiLiiSe OMer 8. Vertical installations of assemblies on fire
o Ductile Iron 48" Min sprinkler systems are allowed using assemblies
| - approved for use in the vertical position on
From Meter \ - " » . C e fire systems.
Vault Minimum 16~ x 16" x Dimension "A
Concrete Thrustblock /Foundation
LIST OF MATERIALS
(D Approved double check valve backflow prevention assembly. ® 3/4” zinc coated threaded rod, (5/8"
@ Resilient seated gate valve. rod on 3" to 4” sizes), bolt to flanges
0.S. & Y. (fire line connection) as shown, typical both sides.
N.R.S. (non fire line) @ Test cocks with brass plugs or adaptors
@ 90" ell. Flanged D.I.P. 3" thru 10", Mega Lug or with caps installed. (4 required)
approved equal may be used on underground joints. Adjustable metal pipe supports and
@® Pipe spool. Flanged D.I.P. 3" thru 10", Mega Lug or concrete block supports with 1" adjusting
approved equal may be used on underground joints. rod and nut on assemblies 4° and larger.
® Flanged adapter (when required) Install above grade.
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